W T TeERIAL SAFETY DAT SHEET  FEBo1 1982

FOR COATINGS, RESINS AND RELATED MATERIALS

{Approved by U.S. Department of Labor “Essentially Similar” to Form OSHA-20)

PTECTTLY 30, 1980

Sectlon |
MANUFACTURER S NAME BOSTIK WEST, DIV. OF USM CORPORATION, AN EMHART UNIT
sTreeTaooress 20846 So. Normandie Ave. cirv.STATE AND zIP CODE Torrance, Ca. 90502
EMERGency TeLepnoneno  (213)  320-6800
PRODUCT CLASS ALIPHATIC ISOCYANATE CA-110

MANUFACTURERS CODE IDENTIFICATION
Curing Solution for 653-2-System,
TRADE NAME BOSTIK 663—2—System, and 643-7 System. Mix
Ratio: wvaries with P.U. system involved.

Section Il — HAZARDOUS INGREDIENTS

INGREDIENT  CA-110 CURING SOLUTION 5 PERCENT T VAPOR
(4t ) PPM mo/M> - e e

ESTER SOLVENTS 10-15 | 100 1.7 2.0

AROMATIC SOLVENTS 15-20 100 1.0 . 7.0

NOTE: Aliphatic monomer content is
less than 0.7% based on resin
solids at time of manufacture,

Section lll — PHYSICAL DATA

30ILING RANGE 281-321 Deg. F. VAPOR DENSITY HEAVIER || LIGHTER, THAN AIR
“VAPORATION RATE [:] FASTER SLOWER, THAN ETHER PERCENT VOLATILE o WEIGHT PER
BY VOLUME 38%  GALLON 8.8 1bs,

Section IV — FIRE AND EXPLOSION HAZARD DATA

YOT CATEGORY Flammable

Min.
FL(’*S%l“’l‘3”‘)1'80 Deg. F., Tag Closed tet. 1.0
Cup

fXTlNGUlSHINGMEDIA ;
Exclude air- Use foam, CO,, steam, water-fog,

dry chemicals. Do not usé water.

JHUSUALFIRE D ExPLOSION HAZARDS  Vapor forms explosive mixture with air between
ypper and lower explosion limits.

IPECIAL FIRE FIGHTING PROCEDURES Do not use water, exclude air, use water spray
to cool fire exposed surfaces and to protect
personnel.

BOE-C6-0201075



Section V — HEALTH HAZARD DATA

THRESHOUD LIMIT VALUE See Section II
eFFecrscrovenexeosure Headache, nausea, dizziness. Breathing vapor will be
irritating to nose, throat, and eyes.

EMERGE CY AND FIRST AID PROCEOURES Skin Exposure: Wash affected area with soap & water.
Eye Exposure: {lush with water for at least 15 minutes, consult physician.
Ingestion: Consult physician immediately.

Inhalation: Remove victim to fresh air, consult physician.

Section VI — REACTIVITY DATA

sTaaniTy LHSTADLE [N sTABLE CONDITIONSTO AVOID  Storage at high temperatures.
MEEMPR AL sameysoavae) SErong oxidizing agents, inorganic acids Sparks open flame

HAZARDOUS DEcomposimon prooucts By fire, CO, COZ’ Oxides of Nitrogen
Avoid contact with water, alcohols, amines & other compounds which react with

lsocyanates. P
HAZARDOUS PCLY W ERIZATION (] mar occunr [3%] wiLL NoT occuRr
CONCITIONS T AYCLD None

' SmxmnVH——SPHJADRﬁEAKPROCEDUBES

TEPSTOUL TAnErin CALE ATERIALIS RELEASEDORSPILLED K] iminate sources of 1paiticn &ad cled@r fumes
;rom arca. Prevent liquid from entering sewers, water sou?ces, or low areas.,
‘eep unnecessary personnel away.  Shut 6ff source, if possible t o do _so without
tazard. Contain spilled liquid with sawdust or oil absorbing compound. Wash
red ‘witht détergent & water. Consult disposal expert & ensure conformity with

ocal reculations.

Section Vill — SPECIAL PROTECTIOMN INFORMATION

estmatonveusitcnon Use approved respiratory Protection SUch a5 am air=supptied
ask if used in non ventilated area.
fechanical: Explosion-proof ventilation equipment. No smoking or open lights.

‘EnTATION Tace Velosity > 60 fpm in confined area.

ROTECTIVE GLOVE S Chemically resistant gloves.
YE PROTECTICH Chemical splash goggles or face shield
THERPROTECTIVE coueent LY@ bath & safety shower.

Section IX — SPECIAL PRECAUTIONS

HECAUTICHS TO S TAAL P HAHULTHNG AND STORING

Material is sensitive to moisture and should
e kept in tightly closed containers.

THERPRECAUTICNS

11 handling equipment should be electrically grounded. Treat as a very
‘lammable liquid.
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